
A.I. Inspection – Instructions for Use Manual

Shackles – Instructions for Use

Applicable Standard: AS 2741

Instructions for Use

Operate within rated limits. Use competent personnel. Follow safe handling and rigging practices.

Inspection Frequency

Type Frequency

Pre-use Each use

Routine 3 months

Periodic 12 months

Rejection Criteria

Defect Criteria

Wear >10% loss

Cracks Any visible

Deformation Any distortion

Corrosion Pitting/section loss

Markings Illegible

Maintenance Requirements

Activity Requirement

Cleaning Remove dirt, oil, debris after use

Lubrication Apply suitable lubricant to moving/threaded parts

Storage Store in dry, ventilated area away from chemicals

Protection Avoid exposure to heat, chemicals, sharp edges

Repair Only competent person or manufacturer approved repair

Records Maintain inspection and maintenance records



A.I. Inspection – Instructions for Use Manual

Chain Slings – Instructions for Use

Applicable Standard: AS 3775

Instructions for Use

Operate within rated limits. Use competent personnel. Follow safe handling and rigging practices.

Inspection Frequency

Type Frequency

Pre-use Each use

Routine 3 months

Periodic 12 months

Rejection Criteria

Defect Criteria

Wear >10% loss

Cracks Any visible

Deformation Any distortion

Corrosion Pitting/section loss

Markings Illegible

Maintenance Requirements

Activity Requirement

Cleaning Remove dirt, oil, debris after use

Lubrication Apply suitable lubricant to moving/threaded parts

Storage Store in dry, ventilated area away from chemicals

Protection Avoid exposure to heat, chemicals, sharp edges

Repair Only competent person or manufacturer approved repair

Records Maintain inspection and maintenance records



A.I. Inspection – Instructions for Use Manual

Wire Rope Slings – Instructions for Use

Applicable Standard: AS 1666

Instructions for Use

Operate within rated limits. Use competent personnel. Follow safe handling and rigging practices.

Inspection Frequency

Type Frequency

Pre-use Each use

Routine 3 months

Periodic 12 months

Rejection Criteria

Defect Criteria

Wear >10% loss

Cracks Any visible

Deformation Any distortion

Corrosion Pitting/section loss

Markings Illegible

Maintenance Requirements

Activity Requirement

Cleaning Remove dirt, oil, debris after use

Lubrication Apply suitable lubricant to moving/threaded parts

Storage Store in dry, ventilated area away from chemicals

Protection Avoid exposure to heat, chemicals, sharp edges

Repair Only competent person or manufacturer approved repair

Records Maintain inspection and maintenance records



A.I. Inspection – Instructions for Use Manual

Web Slings – Instructions for Use

Applicable Standard: AS 1353

Instructions for Use

Operate within rated limits. Use competent personnel. Follow safe handling and rigging practices.

Inspection Frequency

Type Frequency

Pre-use Each use

Routine 3 months

Periodic 12 months

Rejection Criteria

Defect Criteria

Wear >10% loss

Cracks Any visible

Deformation Any distortion

Corrosion Pitting/section loss

Markings Illegible

Maintenance Requirements

Activity Requirement

Cleaning Remove dirt, oil, debris after use

Lubrication Apply suitable lubricant to moving/threaded parts

Storage Store in dry, ventilated area away from chemicals

Protection Avoid exposure to heat, chemicals, sharp edges

Repair Only competent person or manufacturer approved repair

Records Maintain inspection and maintenance records



A.I. Inspection – Instructions for Use Manual

Round Slings – Instructions for Use

Applicable Standard: AS 4497

Instructions for Use

Operate within rated limits. Use competent personnel. Follow safe handling and rigging practices.

Inspection Frequency

Type Frequency

Pre-use Each use

Routine 3 months

Periodic 12 months

Rejection Criteria

Defect Criteria

Wear >10% loss

Cracks Any visible

Deformation Any distortion

Corrosion Pitting/section loss

Markings Illegible

Maintenance Requirements

Activity Requirement

Cleaning Remove dirt, oil, debris after use

Lubrication Apply suitable lubricant to moving/threaded parts

Storage Store in dry, ventilated area away from chemicals

Protection Avoid exposure to heat, chemicals, sharp edges

Repair Only competent person or manufacturer approved repair

Records Maintain inspection and maintenance records



A.I. Inspection – Instructions for Use Manual

Eye Bolts – Instructions for Use

Applicable Standard: AS 2317

Instructions for Use

Operate within rated limits. Use competent personnel. Follow safe handling and rigging practices.

Inspection Frequency

Type Frequency

Pre-use Each use

Routine 3 months

Periodic 12 months

Rejection Criteria

Defect Criteria

Wear >10% loss

Cracks Any visible

Deformation Any distortion

Corrosion Pitting/section loss

Markings Illegible

Maintenance Requirements

Activity Requirement

Cleaning Remove dirt, oil, debris after use

Lubrication Apply suitable lubricant to moving/threaded parts

Storage Store in dry, ventilated area away from chemicals

Protection Avoid exposure to heat, chemicals, sharp edges

Repair Only competent person or manufacturer approved repair

Records Maintain inspection and maintenance records



A.I. Inspection – Instructions for Use Manual

Rigging Equipment – Instructions for Use

Applicable Standard: AS 2318

Instructions for Use

Operate within rated limits. Use competent personnel. Follow safe handling and rigging practices.

Inspection Frequency

Type Frequency

Pre-use Each use

Routine 3 months

Periodic 12 months

Rejection Criteria

Defect Criteria

Wear >10% loss

Cracks Any visible

Deformation Any distortion

Corrosion Pitting/section loss

Markings Illegible

Maintenance Requirements

Activity Requirement

Cleaning Remove dirt, oil, debris after use

Lubrication Apply suitable lubricant to moving/threaded parts

Storage Store in dry, ventilated area away from chemicals

Protection Avoid exposure to heat, chemicals, sharp edges

Repair Only competent person or manufacturer approved repair

Records Maintain inspection and maintenance records



A.I. Inspection – Instructions for Use Manual

Cranes & Hoists – Instructions for Use

Applicable Standard: AS 1418

Instructions for Use

Operate within rated limits. Use competent personnel. Follow safe handling and rigging practices.

Inspection Frequency

Type Frequency

Pre-use Each use

Routine 3 months

Periodic 12 months

Rejection Criteria

Defect Criteria

Wear >10% loss

Cracks Any visible

Deformation Any distortion

Corrosion Pitting/section loss

Markings Illegible

Maintenance Requirements

Activity Requirement

Cleaning Remove dirt, oil, debris after use

Lubrication Apply suitable lubricant to moving/threaded parts

Storage Store in dry, ventilated area away from chemicals

Protection Avoid exposure to heat, chemicals, sharp edges

Repair Only competent person or manufacturer approved repair

Records Maintain inspection and maintenance records



A.I. Inspection – Instructions for Use Manual

Fall Arrest Systems – Instructions for Use

Applicable Standard: AS 1891

Instructions for Use

Operate within rated limits. Use competent personnel. Follow safe handling and rigging practices.

Inspection Frequency

Type Frequency

Pre-use Each use

Routine 3 months

Periodic 12 months

Rejection Criteria

Defect Criteria

Wear >10% loss

Cracks Any visible

Deformation Any distortion

Corrosion Pitting/section loss

Markings Illegible

Maintenance Requirements

Activity Requirement

Cleaning Remove dirt, oil, debris after use

Lubrication Apply suitable lubricant to moving/threaded parts

Storage Store in dry, ventilated area away from chemicals

Protection Avoid exposure to heat, chemicals, sharp edges

Repair Only competent person or manufacturer approved repair

Records Maintain inspection and maintenance records



A.I. Inspection – Instructions for Use Manual

Confined Space Equipment – Instructions for Use

Applicable Standard: AS 1892

Instructions for Use

Operate within rated limits. Use competent personnel. Follow safe handling and rigging practices.

Inspection Frequency

Type Frequency

Pre-use Each use

Routine 3 months

Periodic 12 months

Rejection Criteria

Defect Criteria

Wear >10% loss

Cracks Any visible

Deformation Any distortion

Corrosion Pitting/section loss

Markings Illegible

Maintenance Requirements

Activity Requirement

Cleaning Remove dirt, oil, debris after use

Lubrication Apply suitable lubricant to moving/threaded parts

Storage Store in dry, ventilated area away from chemicals

Protection Avoid exposure to heat, chemicals, sharp edges

Repair Only competent person or manufacturer approved repair

Records Maintain inspection and maintenance records



A.I. Inspection – Instructions for Use Manual

Precast Lifting – Instructions for Use

Applicable Standard: AS 3850

Instructions for Use

Operate within rated limits. Use competent personnel. Follow safe handling and rigging practices.

Inspection Frequency

Type Frequency

Pre-use Each use

Routine 3 months

Periodic 12 months

Rejection Criteria

Defect Criteria

Wear >10% loss

Cracks Any visible

Deformation Any distortion

Corrosion Pitting/section loss

Markings Illegible

Maintenance Requirements

Activity Requirement

Cleaning Remove dirt, oil, debris after use

Lubrication Apply suitable lubricant to moving/threaded parts

Storage Store in dry, ventilated area away from chemicals

Protection Avoid exposure to heat, chemicals, sharp edges

Repair Only competent person or manufacturer approved repair

Records Maintain inspection and maintenance records



A.I. Inspection – Instructions for Use Manual

Chain (General) – Instructions for Use

Applicable Standard: AS 3777

Instructions for Use

Operate within rated limits. Use competent personnel. Follow safe handling and rigging practices.

Inspection Frequency

Type Frequency

Pre-use Each use

Routine 3 months

Periodic 12 months

Rejection Criteria

Defect Criteria

Wear >10% loss

Cracks Any visible

Deformation Any distortion

Corrosion Pitting/section loss

Markings Illegible

Maintenance Requirements

Activity Requirement

Cleaning Remove dirt, oil, debris after use

Lubrication Apply suitable lubricant to moving/threaded parts

Storage Store in dry, ventilated area away from chemicals

Protection Avoid exposure to heat, chemicals, sharp edges

Repair Only competent person or manufacturer approved repair

Records Maintain inspection and maintenance records



A.I. Inspection – Instructions for Use Manual

Rigging Guidance

Maintain sling angles above 60°. Lower angles increase load forces significantly.
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